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NOTICE 


The  success  of  our  Photographic  Specialities  has  been  so 
great  this  season,  that  a large  edition  of  our  descriptive 
Price-lists  has  been  completely  exhausted. 


Under  these  circumstances,  and  in  order  to  meet  the 
growing  demand,  we  have  decided  to  issue  this  Provisional 
Catalogue  of  our  latest  Novelties. 

Almost  all  the  goods  therein  described  are  now  kept  in 
stock  ready  for  delivery. 

We  beg  to  call  special  attention  to  the  “N.&G.”  Standard 
Hand-Camera,  which  is  the  outcome  of  our  long  experience  in 
the  making  and  use  of  this  apparatus.  It  will  mark  a new 
era  in  Hand-Camera  construction. 

The  “N.  & G.”  Pocket  and  the  “Nydia”  Hand-Cameras 
are  still  undergoing  improvements.  These  and  all  our  other 
specialities  will  be  fully  described  and  illustrated  in  our 
General  Price  List  to  be  published  early  in  the  spring. 


provisional 


-Be-  CATALOGUE 

OF  THE 

“ ]\[.  ^ Q.”  fiarid-Cameras 
ex©X  and  Shutters. 


THE  “N.  & G.”  ALUMINIUM  BLIND 
SHUTTER. 

(with  pneumatic  regulation,  release,  and  stopping  gear.) 

Patent  Applied  for. 

-+&•%*- 

Artistic  and  General  work,  i.e.,  in  all  cases  where  extreme 
1bj£  rapidity  of  exposure  is  not  essential,  a Blind-Shutter  offers  con- 
siderable  advantages  over  any  other  form,  the  principal  one  being 
its  non-liability  to  vibration. 

Most  Shutters  hitherto  placed  in  the  market  have  been  supplied  with 
unreliable  means  of  regulation  ; they  are,  therefore,  useless  to  serious 
workers. 

The  “N.  & G.”  Aluminium  Blind-Shutter,  which  we  now  offer  to 
photographers,  is  the  outcome  of  long  and  expensive  experiments,  carried 
out,  with  all  the  advantages  obtainable  at  our  factory,  with  a view  of 
bringing  a Shutter  on  the  blind-system  to  its  utmost  possible  perfection. 

The  chief  advantages  we  claim  for  it,  and  they  will  be  evident  on 
the  merest  inspection,  are  as  follows : — 
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The  blind  is  of  specially  prepared  material,  and  can  be  easily  replaced. 

All  working  parts  are  of  metal,  and  aluminium  has  been  used  wherever 
it  was  found  admissible. 

The  outer  case  is  made  entirely  of  aluminium.  The  rollers  are  of  the 
same  metal  and  of  large  diameter,  special  care  having  been  taken  to  make 
them  of  the  utmost  lightness. 

The  Shutter  has  Newman's  Patent  Automatic  Pneumatic  Regulation — the 
only  reliable  regulation  ever  applied  to  Shutters.  There  is,  therefore,  no 
possibility  of  overwinding  the  spring,  as  the  tension  never  needs  alteration. 


Fig.  i. — “N.  & G.”  Blind  Shutter. 

Each  Shutter  is  separately  tested  and  accurately  marked  for  speed . 

It  gives  automatic  exposures  of  i sec.,  and  ^jth  second. 

It  will  also  give  “ time  ” exposures  of  any  duration  by  simply  pressing 
and  immediately  releasing  the  ball,  a second  pressure  closing  the  Shutter. 
No  special  setting  is  required  for  this. 

Neither  with  “time”  nor  with  automatic  exposures  is  there  the 
slightest  vibration. 
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It  is  set  by  an  easily  moving  rack  ; it  has  therefore  no  string  to  pull. 

It  has  an  air  cushion  at  the  bottom  of  the  cylinder  which,  taking  up  the 
strain  at  the  end  of  the  stroke,  saves  all  the  working  parts  from  wear  and 
tear. 

It  can  be  fitted — 

(a)  On  the  hood  or  the  front  of  the  lens, 

(b)  At  the  back  of  the  lens. 

(c)  Between  the  lenses. 

It  is  a thoroughly  reliable  article,  constructed  throughout  on  sound 
mechanical  principles,  and  no  trouble  is  spared  to  make  all  inner  and  outer 
details  perfect  in  workmanship  and  finish. 

Only  size  B is  as  yet  ready ; it  will,  however,  take — 

Fitted  in  front  or  behind  the  lens  ..  Lenses ofup  to  ij in.  diameter. 
Mounted  between  the  lenses..  ..  ,,  ,,  if  in.  aperture. 

Price  of  Size  B,  45/-  each,  Complete  with  Ball  and  Tube. 

Fitting  between  Lenses , including  new  lens  mount,  10/-  to  15/-  each  extra, 
according  to  size. 

Other  sizes  are  in  preparation  and  will  be  announced  as  soon  as  ready. 
Velvet-lined  leather  Case,  size  B,  5/-  each. 


“The  metal  work  is  in  aluminium  and  is  finished,  as  the  mechanical  details 
are  worked  out,  with  all  the  skill  and  care  for  which  Messrs.  Newman  & Guardia  are 
noted.” 

The  Practical  Photographer. 

“Light,  well-made,  neat,  simple,  and  scientifically  thought  out,  the  “N.  & G.” 
Shutter  is  a veritable  photographic  luxury  and,  at  the  same  time,  undoubtedly  a useful 
one.  We  predict  great  popularity  for  it.” 

The  British  Journal  of  Photography. 


fpfye  u 5)  0.”  (^an<gin^>-boK  and  Harriet's. 


Pig.  2. — Changing-box,  Hand-Camera  Pattern.  Fig.  3. — Section  of 

FRONT  SHOWING  CARRIERS. 


Fig.  4.  —Carrier  with  Plate 

PARTLY  WITHDRAWN. 


Fig.  5. — Changing-box,  Field-Camera  Pattern. 
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THE‘‘N.  &G.”CHANGING-BOX#CARRIERS, 

FOR  PLATES  OR  CUT  FILMS. 

^S0he  method  of  changing  plates  by  means  of  a bag,  stands,  in  our 
<A|jjfc  opinion,  far  above  any  other  in  simplicity.  Dark  slides  are  bulky, 
eyjjia  awkward  to  fill,  and  apt  to  fog  the  plates,  while  most  “ automatic 
changing  ” devices  are  far  too  complicated  to  merit  confidence. 
Sooner  or  later  they  are  bound  to  fail  and  at  all  times  they  produce  dust, 
or  damage  the  sensitive  surface  by  their  rough  treatment  of  the  plates. 
Some  of  these  devices  necessitate  in  addition,  the  use  of  specially  cut 
plates  or  films,  and  are  thereby  rendered  particularly  inconvenient. 

Unfortunately,  the  very  simplicity  of  the  bag-changing  method  has 
induced  most  makers  to  grossly  neglect  the  construction  ot  the  necessary 
apparatus — with  the  result  of  giving  rise  to  a certain  amount  of  prejudice 
against  an  instrument  which,  when  properly  made,  stands  unrivalled  for 
ease  and  certainty  of  working. 

In  the  construction  of  the  “ N.  & G.”  Changing-box,  we  have  again 
availed  ourselves  of  Patent  No.  8329,  86,  but  we  have  designed  a com- 
pletely new  Lifter,  and  by  making  the  plates  to  change  trom  back  to 
front,  we  have  been  able  to  produce  a Changing-box  entirely  different 
from  anything  hitherto  made,  and  one  that  cannot  possibly  fail  in  its 
action. 

The  back  of  the  box  Figs.  2 and  5,  contains  the  actuating  mechanism, 
to  which  we  have  added  an  index,  automatically  changing  for  every  plate. 
There  is,  with  this  device,  no  liability  to  expose  a plate  twice  or  to  change 
an  unexposed  plate,  while  the  whole  construction  of  the  apparatus  makes 
the  rapid  changing  of  the  Carriers,  containing  the  plates  or  films,  a matter 
of  absolute  ease  and  certainty.  The  Index  also  allows  any  given  plate  to 
be  exposed  out  of  its  turn  at  will. 

A light  Spring  Partition  (Pat.  app.  for)  is  the  latest  improvement  we 
have  added  to  our  Box.  It  travels  with  the  Carriers,  and  effectually  takes 
up  any  differences  in  the  thickness  of  the  plates  or  films  used.  It  keeps 
the  front  plate  always  firmly  in  register  and  presses  the  back  carrier 
against  the  lifter.  This  recent  addition,  some  further  advantages  of  which 
are  described  in  the  “ Instructions,”  has  brought  the  working  of  our  Box 
to  absolute  perfection,  and  distinguishes  it  from  all  others. 

The  Bag  is  made  of  leather,  free  from  dust,  and  specially  manufactured 
for  us.  It  is  so  shaped  that  the  Carriers  work  quite  freely  inside.  The 
whole  dozen  Carriers  can  be  easily  changed  in  less  than  one  minute. 

Fig.  2 shows  our  Changing-box,  as  cut  to  its  smallest  dimensions 
for  use  in  Hand  Cameras,  &c.  Fig.  5 gives  the  outline  of  the  pattern  for 
Field  Cameras.  It  has  a large  front,  which  can  easily  be  cut  down  to  fit 
the  reversing-back  of  any  existing  camera.  An  extra  Focussing  Screen  is 
supplied  with  it.  Fig.  5 also  shows  the  improved  Locking  Spring  now 
fitted  to  all  our  Boxes. 

All  the  materials  used  in  the  construction  of  these  Boxes  are  specially 
selected,  and  the  workmanship  and  finish  of  every  detail  is  of  the  highest 
quality. 
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PLATE  CARRIERS. — The  Changing-boxes  contain  12  Carriers  for 
plates,  Fig.  4,  manufactured  by  us  under  Patent  No.  20299,  90  ; they  are 
not  only  light  and  strong,  but  their  construction  effectually  prevents  any 
scratching  of  the  sensitive  surface  of  the  plates. 

FILM  HOLDERS. — By  means  of  12  special  Holders,  also  supplied 
with  each  Box,  cut  films  may  be  used  in  the  above  Carriers.  This  is  the 
only  method  of  keeping  cut  films  absolutely  flat. 

A point  of  great  importance  in  these  Carriers  is  that  the  sensitive  sur- 
face itself  comes  in  contact  with  the  register  of  the  box  ; the  thickness  of  the 
different  plates  or  films  used  is,  therefore,  of  no  consequence. 

The  Carriers  and  Film  Holders  are  sold  separately.  By  placing  all 
plates  or  films  in  them  when  starting  on  a journey,  they  will  be  not  only 
perfectly  protected  against  breakage,  but  quite  ready  to  go  into  the  Boxes. 

Instructions  for  Use. 

Open  the  Box  by  gently  pressing  the  catch  spring  and  turning  the  hook  (Fig.  5)  at  the 
back  and  then  pushing  the  Lifter  down,  when  the  back  of  the  Box  will  slide  out. 

To  use  Plates  take  the  Film  Holders  out.  When  using  Films,  slide  the  film  into  the 
Carrier,  then  fix  it  in  position  by  inserting  the  Film  Holder  (plain  side  towards  the  film) 
between  the  film  and  the  Carrier. 

To  fill  th'e  box,  put  in  first  one  Carrier,  then  the  Partition,  springs  forwards,  and  then 
the  remaining  11  Carriers.  Before  starting  set  the  Index  at  0 ; always  change  the  plates 
immediately  after  exposure — the  number  on  the  Index  will  then  constantly  show  how 
many  plates  have  been  exposed.  After  all  the  plates  have  been  changed  the  Partition  will 
come  up  in  the  Bag,  and  will  be  easily  felt.  This,  added  to  the  Index  (which  will  again 
show  0),  makes  it  quite  impossible  to  accidentally  expose  a plate  twice  over.  But  the 
Partition  can  also  be  changed  if  it  is  desired  to  expose  a plate  out  of  its  turn. 

The  method  of  changing  is  simply  as  follows : — 

1.  Spread  the  Bag  open, 

2.  Raise  and  replace  the  Lifter, 

3.  Grip  the  top  of  the  Carrier  under  the  black  line  on  the  bag,  and  slide  the 

lower  edge  along  the  metal  plate  at  the  top  of  the  Box  until  the  Carrier 

drops  in  front  (Fig.  3). 

4.  Press  the  Carrier  gently  down,  slightly  inclining  the  top  forwards.  This 

will  move  the  other  plates  back,  and  the  Carrier  will  slide  into  position. 

See  that  the  Carrier  has  gone  right  down. 

No  force  is  required  for  any  of  these  operations  and  none  should  be  used. 


Changing-Boxes. 

Carriers. 

A 

Film  Holders. 

-A 

Size. 

Outside 

Measurement. 

Price 

each. 

Weight 
per  doz. 

Price 
per  doz. 

Weight 
per  doz. 

Price 
per  doz. 

ipi- 

4|X4^X2j 

45/ 

5i  OZ. 

*/- 

5 1 oz. 

«/- 

5x4 

5|X5JX2| 

55/- 

7 1 M 

51- 

7l  .. 

51- 

4 P1- 

7 x6Jx2| 

75/- 

12  ,, 

7/6 

12 

7/6 

The  Changing-boxes  are  supplied  complete  with  1 dozen  Plate 
Carriers,  and  1 dozen  Film  Holders.  5 per  cent  Discount  is  allowed  off 
5 Changing-boxes. 

Strong  velvet-lined  leather  Cases,  with  shoulder  strap  ; £ pi.,  8/-;  5x4,  10/-; 
iP1-’  *4/-  each . 
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THE  “N.  S G.”  HAND-CAMERAS. 

/g-=^OR  many  years  our  Firm  has  stood  alone  as  the  makers  par  excellence 
of  high-class  Hand-Cameras  and  Shutters  for  private  and  special 
trade  requirements. 

The  “ N.  & G.  ” Hand-Cameras  are  the  outcome  of  our  long  ex- 
perience— the  combination  of  our  best  and  latest  patent  devices.  Un- 
like, in  simplicity  and  efficiency,  to  anything  previously  manufactured, 
they  yet  combine  the  essential  mechanical  details  and  all  the  refinement 
of  workmanship  of  our  most  costly  special  productions. 

This  is,  in  fact,  the  first  serious  attempt  to  place  in  the  market  high- 
class  instruments,  in  every  way  calculated  to  meet  the  requirements  of 
that  better  class  of  workers  who  are  gradually  but  steadily  being  won  over 
to  the  particular  charm  and  artistic  possibilities  of  the  Hand-Camera. 


Description  of  Standard  Pattern. 

Lens. — All  the  “ N.  & G.”  Hand-Cameras  (see  Tabulated  List,  page 
12)  are  fitted  with  Wray  5J  in.  focus  Rapid  Rectilinear  lenses 
working  at  f/8. 

Shutter. — (Fig.  8)  The  Standard  and  patterns  “ B.  ” and  “ C.  ” 
have  a completely  new  Shutter  of  high  efficiency,  working  between  the 
lenses  and  containing  numerous  improvements,  as  follows  : — 

A hermetically  closed  Regulating  Cylinder  effectually  pre- 
venting all  possible  entrance  of  dust. 

Newman’s  Patent  Pneumatic  Regulation  giving  automatic 
exposures  varying  from  ^ to  sec.,  separately  tested  and 
accurately  engraved  for  each  Shutter.  Time  exposures  of  any 
duration  are  easily  given. 

The  Shutter  contains  an  Iris  Diaphragm  marked  for  aper- 
tures f/8  to  f/45. 

Both  Pneumatic  and  Hand  Release  are  provided.  The  Shutter 
is  noiseless  in  action.  The  Setting  Knob  is  however  so  arranged 
(at  the  top  of  the  camera)  that  it  always  indicates  the  position 
of  the  Shutter. 

All  the  parts  are  of  Metal,  and  the  whole  working  mechanism 
is  fitted  on  a single  plate. 

Self-Cap  . — The  Self-Capping  Device  works  automatically  in  front  of 
the  lens ; the  lens  being  thus  protected  till  immediately  before  the 
exposure.  This  makes  the  Apparatus  particularly  suitable  for  wave 
studies,  &c. 
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5)  Standard  -j-fand-^amera. 


Fig.  6. — Camera  closed. 


Fig.  7.  Camera  open,  to  show  fittings. 


Fig.  9.— Index  Plate. 

a.  Pointer  of  Pneumatic  Regulation 

b.  Iris  Diaphragm  Scale. 

c.  Hand  Release. 

d.  Socket  for  Pneumatic  Release 

e.  Catch  for  “ time  ” exposures. 

f.  Locking  Springs. 


Fig.  8. — Front,  showing  Shutter, 
Self-cap,  &c. 
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The  Shutter,  Iris  Diaphragm,  &c.,  are  set  from  outside  without  opening 
the  Camera  (Fig  9). 

Changing.— One  separate  “N.  & G.  ” Changing-box  complete,  as 
described  on  pp.  4-6,  is  supplied  with  each  Camera. 

Case. — The  general  construction  and  finish  of  the  “ N.  & G.  ” 
Standard  Camera  form  its  distinguishing  feature.  Not  only  has  every 
attention  been  paid  to  the  excellence  and  completeness  of  the  working 
parts,  but  their  most  convenient  arrangement  for  rapid  work  has  been 
attained. 

Cleaning. — The  design  of  the  front  (Regd.  No.  200964)  allows  easy 
access  to  all  the  working  parts,  lenses  and  finders. 

Rising  Front. — The  whole  front  rises  to  the  extent  of  1 in.  the  long 
way  of  the  plate. 

Doors. — The  Front  Door  carries  the  self-capping  mechanism,  in 
addition  to  a small  square  Spring  Door  which  effectually  conceals  the 
lens  when  the  Camera  is  not  in  actual  use. 

Finders. — Two  “ N.  & G.”  Finders,  accurately  centred  and  in  exact 
marginal  register  with  the  plate,  are  provided.  They  are  protected  by 
hoods  and  iront  covers.  By  unscrewing  the  lenses,  the  interior  of  the 
Finders  may  be  cleaned. 

Focussing. — The  Focussing,  allowing  a latitude  of  from  2 yards  to 
“infinity,”  is  effected  by  central  rackwork,  the  knob  having  been  con- 
structed not  to  project.  The  Scale  of  distances  is  specially  engraved  for 
each  lens. 

Screen. — A light  Celluloid  Screen  is  supplied,  and  is  the  means  of 
firmly  clamping  the  Changing-box  in  position  for  use.  A door  at  the  back 
of  the  Camefa  is  provided  for  focussing,  and  a small  aperture  allows  the 
Index  on  the  Box  to  be  seen. 

Covering. — The  Camera  is  covered  with  black  morocco,  specially 
selected  for  wear  and  appearance.  A strong  leather  handle,  tripod  bushes, 
and  a tripod  screw  are  supplied. 

Weight  of  Camera,  complete  \\  lbs. 

Measurement  . . . . 9i  x 5§  x 5§  in. 

Price,  ^-plate  Standard,  as  described  . . £12  12  0 nett. 

Strong  velvet-lined  leather  travelling  Case  with  lock  and  kev,  15/6  nett. 
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(pi?e  “ 5)  <a.”  ^Win-lens  •j'+and-^amGra. 


Fig.  ic. — Camera  closed. 
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THE  “N.&G.”  TWIN-LENS  HAND-CAMERA. 


apparatus  is  placed  in  the  market  to  meet  the  demand  for  a 
,4|l?  scientifically  constructed  Twin-lens  Camera.  It  differs  from 
similar  instruments  in  the  following  important  particulars. 

Size. — It  is  wonderfully  compact  and  light,  considering  it  is  a double 
Camera.  It  is  in  fact  no  larger,  and  much  lighter  than  many  single  Cameras 

Lenses. — The  two  accurately  paired  lenses  are  of  accredited  English 
manufacture,  viz ; Wray’s  5J  in.  Rapid  Rectilinear,  working  at  f/8. 

Shutter. — Our  “ N.  & G.”  Aluminium  Blind  Shutter,  with  Pneumatic 
Regulation,  exactly  as  described  on  pp.  1-3,  but  with  both  Hand  and 
Pneumatic  Release,  is  fitted  behind  the  working  lens. 

Changing.— One  separate  “N.  & G.”  Changing-box  complete  (see 
pp.  4-6),  is  supplied  with  this  Camera. 

Focussing.— A special  device  (Pat.  app.  for)  allows  the  image  of  the 
top  Camera  to  be  distinctly  seen  in  any  light. 

Extension. — The  construction  of  the  front  admits  the  use  of  lenses 
of  longer  or  shorter  focus  than  the  pair. 

Rising  Front.— This  valuable  movement  is  provided  for  both  lenses. 

Finders. — Two  ordinary  “ N.  & G.”  Finders  and  a graduated  Focussing 
Scale  are  also  fitted  for  use  when  it  is  desirable  to  work  without  attracting 
attention. 

The  Doors  (see  Fig.  n),  Celluloid  Focussing  Screen,  Morocco  Covering, 
Tripod  Bushes  and  Screw  supplied,  and  the  general  fihish  of  this  Camera 
are  the  same  as  for  the  Standard  pattern. 


Weight  of  Camera  complete 
Measurement 


5 lbs. 

8f  x 8i  x 5§  in. 


Price,  ^-plate  Twin-lens  Camera,  as  described  £16  16  0 nett. 

Strong  Velvet-lined  leather  travelling  Case,  with  lock  and  key,  17  6. 


LIST  OF  THE  N.  & G.”  HAND-CAMERAS. 

SIX  DISTINCT  PATTERNS  TO  SUIT  ALL  REQUIREMENTS 
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GENERAL  LIST  OF  THE  LEADING  “N.  & G.” 
PHOTOGRAPHIC  SPECIALITIES. 

/ Aluminium  Blind  Shutter. 

Described  on  pp.  1-3. 

“Newman”  Shutter. 

An  old  favourite.  Over  6,000  sold. 

“ Newman”  Shutter,  Improved  form. 

A new  and  lighter  form.  W orking  parts  counter- 
balanced. 

Studio  Shutter. 

Pneumatically  actuated.  Perfectly  under  control 

New  “Celeritas”  Shutter. 

Specially  constructed  for  high-speed  work ; gives 
exposures  of  up  to  ^^th  sec.  without  vibration. 

Changing-box  and  Carriers. 

Described  on  pp.  4-6. 

Improved  “ Eiffel  ” Stand. 

The  lightest  and  most  rigid  Stand  for  Hand- 
Cameras. 

Finders. 

A thoroughly  well-made  article. 

* ^ Standard  Hand-Camera. 

Described  on  pp.  7-9. 

Pattern  B.  Hand-Camera. 

Like  the  Standard,  but  with  cross-front  and 
double  extension. 

Pattern  C.  Hand-Camera. 

Like  pattern  B,  but  with  swing  back  in  addition. 

Folding  Hand-Camera. 

r'1*  3s  to  half  the  length  of  the  above. 
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iera. 

smallest  Camera  made  for  |-plate. 

Samera. 

ribed  on  pp.  10-n. 

imera. 

best  cheap  Camera  made.  Price  complete, 
■5  5 o. 

Hand-Camera. 

igh-class  Camera,  manufactured  by  us 
specially  for  Messrs.  Hinton  & Co. 

imerous  other  Apparatus. 
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Extracts  Jrom 

PHOTOGRAPHIC  INDUSTRIES 

Messrs.  Newman  and  Grnrdia." 

♦ 

“ It  is  doubtless  safe  to  prophesy  that 
Messrs.  Newman  and  Guardia  will  in 
the  future  not  fail  to  occupy  and 
maintain  a position  second  to  none 
in  prominence  in  their  own  es- 
pecial line  of  business. 

“ On  the  occasion  of  a recent 
visit  to  the  firm’s  business  pre 
mises,  we  were  pleased  to  note 
unmistakable  signs  of  activity. 

Hand  - Cameras  and  the 
firrh’s  new  patent  Chang 
ing  - boxes  in  various 
stages  of  preparation 
met  our  gaze,  and  we 
were  particularly  in- 
terested at  observing 
the  excellence  and 
conscientiousness 
of  the  work  put 
into  the  wooden 
bodies  of  the 
Cameras  — a 
point,  of 
course, which 
in  the  fin- 
ished arti- 
cle would 
escape 
the  at- 
tention 


of  the 
pur- 
chaser. 
ttr  In 
the  way 
of  Hand- 
Cameras,  in- 
deed, many 
movements  of 
great  combined 
simplicity  and 
effectiveness  were 
shown  us.  These 
included  a neat  and 
effective  Self-Capping 
arrangement,  small 
rapid  spring  doors  for 
disclosing  the  lens  when 
one  is  ready  to  expose, 
and  other  convenient 
devices.  The  Changing- 
OTi  box  for  either  films  or 
plates,  both  in  the  action 
qrj  of  the  lifter  and  in  the  re-, 
moval  of  the  plate  to  be  ex- 
posed from  the  back  to  the 
front,  is  remarkably  simple  and 
reliable. 

, “In  the  production  and  fitting  of 
4>/  the  various  parts  of  the  firm’s  Shut- 
ters, Hand-Cameras,  Changing-boxes, 
&c.,  a considerable  quantity  of  in- 
genious machinery  is  employed.’’ — 
British  Journal  of  Photography , Oct. 
14th , 1892. 


